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Self-contained luminaires

BeamlLite Il

>+64 9 570 5267
> info@ellis.co.nz
> www.ellis.co.nz

60%’38 m Features & Benefits
2-22 e High flux luminaire with configuration of two directional LED lamp heads

REST oC e Variants of 200Im, 400Im and 800Im, each light head can reach up to 400 lumens maximum
m m MOD ﬂ+40 * Installation up to 25m (30m) with optimum spacing of 34.6m (40.28m) for Tlux (0.5lux) illumination
e E-focus programming. Narrow and Wide light distribution, programmed by the user

m

+5

;.g e One product applicable for Escape Route or Open area illumination
RoHS | e User /installer to define light distribution to fit the application
BeamLito N e Suitable for use in large open areas (supermarkets, warehouses, cinemas, theatres, factories,
shopping malls, industrial units and stadiums etc.)
e New modern and flexible / modular design, wall mounted or recessed (via accessory)
_ e Mains & communication cabling option from all housing sides (back & side entry)
. P e ® Locking mechanism of light head preventing accidental change of light heads configuration
| | |
a7 &

Luminous flux

200Im, 400Im, 800Im

Operation Non-Maintained
Autonomy 1 or 3 hours

Dimensions in mm Testing system test button, test by Telecommand
Degree of protection IP65 & IKO3

Connection terminals

up to 1,5 mm? multicore,
In & Out mains terminals (L, N, E)

Rated voltage

220-240Vac, 50/60Hz

Housing material

Polycarbonate

Housing color

RAL9003

Insulation class

Class Il

Permissible ambient temperature

+5°C to +40°C (NiCd)

Light source

12 LEDs Wide / 12 LEDs Narrow (4W max)
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Ordering details

4 2%

BL2MD-E3  BeamlLite Il 2x400Im

5VA/4.5W 3h 800 Im 6D NiCd 72V / 4Ah

89

@W Order code  Description
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BeamlLite Il

Narrow beam at 0°-0° slope

BeamlLite Il
Wide beam at 0°-0° slope
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Open area for 0.5 lux

Escape route for 1 lux

Planning help for BeamlLite Il with 2 Light Heads with Narrow & Wide beam 1.0 Ix (0.5Ix)

Maintenance factor MF = 80 %, battery operation and distances in m

Luminaire type Height (m) Distance for 1 Lux (0.5 Lux) Luminaire type Height (m) Distance for 1 Lux (0.5 Lux)
— —
5,00 4,35(4,36) 10,91 (10,62) 4,35 (4,36) 10,91 (10,62) 2,50 4,16 (4,08)  9,92(10,05) 4,16 (4,08) 10,37 (9,59)
750 4,69 (4,89) 12,48(13,4) 4,73(4,93) 12,48 (13,3) . ) 3,00 4,49 (4,41) 10,94 (10,83) 4,49 (4,41) 11,05 (10,86)
Ceiling mounting

Ceiling mounting 10,00 4,66 (5,15) 13,24 (14,99) 4,72 (5,21) 13,24 (14,89) Escape route centre 4,00 4,94 (4,87) 12,32(12,52) 4,9(4,84) 12,44 (12,68)

Escape route centre 12,50 4,37 (522) 1329 (1627) 4,43(528) 1343 (16,17)  2LightHeads2x200m 500  509(53) 13,51(13,92) 504 (526) 13,39 (13,82)

2 Light Heads 2x200Im Wide beam at 0°-0°

Narrow beam at 0°-0° 1500 3,95(513) 13,04 (17)  4,02(521) 13,2 (1706) 750 5,01 (558) 14,49 (16,89) 5,01 (5,58) 14,36 (16,79)
20,00  — (4,69 —(1793) — (4,69) —(18,03) 10,00 3,49 (5,54) 14,27 (18,25) 3,49 (5,54) 14,13 (17,99)
2500  —(4,02) —(18,1) —(4,02) —(18,25) 3,00 5,47 (—) 13,17 () 5,53 (—) 13,32 (—)
750 6,24 (6,09) 15,81 (1557) 6,24 (6,090 15,81 (15,61) 4,00 6,16 (5,85) 15,05 (14,96) 6,22 (59) 15,37 (14,68)
10,00 6,62 (6,65 1739 (18,41) 6,62 (6,65) 1739 (18,31) Ceiling mounting 5,00 6,76 (6,41) 16,64 (16,24) 6,7 (6,36) 16,64 (16,87)

" . Escape route centre
Ceiling mounting 12,50 6,65(6,95) 18,33(20,18) 6,72 (701) 18,33 (20,26) 2L E H ud 2%400I 750 724(738) 19,37(20,3)  718(732) 19,37 (20,2)
Escape route centre ight Heads 2x m
: 15,00 6,52 (715) 18,75(21,68) 6,6(723) 18,93 (21,58) Wide beam at 0°-0° 10,00 713(773)  20,35(23,4) 707 (766) 20,18 (23,09)

2 Light Heads 2x400lm

Narrow beam at 0°-0° 20,00 5,83(712) 18,65(23,84) 5,92 (722) 18,87 (23,74) 12,60  6,51(776) 20,24 (25,05) 6,44 (768) 20,43 (24,73)
25,00 4,97 (6,69) 1746 (24,87) 5,09 (6,83) 1771 (25,03) 15,00 4,02 (759) 20,05 (26,09) 4,02 (759) 20,05 (25,76)
30,00 —(6,18) — (25,5) —(6,18) —(25,7)

BeamlLite Il BeamlLite Il
Narrow beam at 15°-15° slope Wide beam at 15°-15° slope
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Open area for 0.5 lux

Escape route for 1 lux

Planning help for BeamlLite Il with 2 Light Heads with Narrow & Wide beam 1.0 Ix (0.51x)

Maintenance factor MF = 80 %, battery operation and distances in m

Luminaire type

Height (m)

Distance for 1 Lux (0.5 Lux)

Luminaire type

Height (m)

Distance for 1 Lux (0.5 Lux)

§ D [ —] —
4,00 39 (—) 9,45 (—) 4,4 (—) 10,91 (—) 2,50 4,12 (4,06) 10,03(9,63) 4,08 (4,03) 10,25 (10,15)
- ) 500 4,16 (4,19) 10,54 (10,65) 4,74 (4,71) 11,81 (12,34) . ) 3,00 437429 11,05(10,8) 4,45(4,36) 10,94 (11,22)
Ceiling mounting Ceiling mounting
Escape route centre 750 4,37 (4,56) 11,93(12,72) 5,35 (546) 13,74 (14,15) Escape route centre 4,00 494,83 12,09(12,7) 4,85(4,79)  12,2(12,6)
2 Light Heads 2x200lm 10,00 4,04 (4,567) 12,38(13,75) 5,66 (6,2) 14,93 (15,59) 2 Light Heads 2x200im 5,00 5(509  13,27(14,1) 513(521) 13,15 (13,86)
Narrow beam at 15°-15° Wide beam at 15°-15°
12,50 3,29 (4,06) 12,06 (14,19) 5,96 (6,95) 15,77 (16,61) 750 4,78 (5,55) 14,11 (16,62) 4,82 (5,6) 14,61 (16,13)
1500  1,78(2,72) 11,07 (13,41) 6,06 (8,07) 16,29 (16,3) 10,00  3,11(527) 13,62 (1799) 3,39(571)  14(18,37)
5,00 5,27 (—) 12,57 (—) 5,91 (—) 14,69 (—) 2,50 5,01 (—) 11,92 (—) 5,13 () 12,69 (—)
" ) 750 597 (5,82) 15,26 (15,58) 6,87 (6,63) 171 (1791) 3,00 5,53 (—) 13,02 () 5,47 (—) 13,64 ()
Ceiling mounting
10,00  6,19(6,2) 16,63(1767) 747 (737) 18,98 (19,71 4,00  6,04(574) 1521(148  6,1(579) 1521(1542
Esgape route centre (6.2) ( ) (737) ( ) Ceiling mounting (5,74) (14,8) (5,79) ( )
rZ\Jngm Hbeads ZXf500|1r; 12,50 6,03(6,33) 1734 (18,79) 789 (8,12) 20,43 (21,13) Escape route centre 500 6,64 (6,35) 16,48(16,68) 6,58(6,3) 16,32 (16,95)
rrow beam at 15°-15° .
arrow beam 15,00 553(6,13) 175(19,66) 8,14(8,79) 21,4 (22,54) 2 Light Heads 2x400im 750 706 (711) 19,2 (19,99)  731(734) 18,86 (20,09)
Wide beam at 15°-15°
20,00 3,44 (453) 16,16 (19,5) 8,59 (10,58) 22,63 (23,43) 10,00  6,81(753) 20 (22,66) 7(773) 20,53 (22,35)
12,60 6,16 (791) 19,89 (24,22) 5,96 (766) 20,61 (24,55)
16,00 3,05(6,53) 19,11 (25,61) 3,81(8,03) 19,3 (26,31)
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* Spacing tables above are examples of performance of certain models with specific lumen
output, installed on specific heights at few headlamps direction options. Complete performance
characteristics for all models, all installation heights and all headlamp direction options can be
derived by the use of the LTD files available on request.



